
2
-2
7
/0
3
/2
0
2
0

A

22,5

41,5

C

L
B

DATA SHEET

MP - assembly profile
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product description: The assembly profile is intended as a support for the installation of 
cable ladders or trays when placing on a threaded rod or to create 
construction together with assembly accessories (VS).

  *dimension is subject to change  

configuration: S - Pre-Galvanized, zinc-layer 15 - 27 µm

  F - Hot Dip Galvanized, avera zinc-layer 55 µm (min. 45 µm)

sales amount: á 3000 (2000) mm

classification: ČSN 73 0895  P 90-R

  DIN 4102-12  E 90

  STN 92 0205  PS 90

  Fire classification is depend on the specific conditions of the cable tray, 
detailed in the catalog Systems with maintained functionality in fire

storage:  EN 60721-3-1

item number
A

(mm)

length

L

(mm)

B*

(mm)

C*

(mm)

thickness of 

metal sheet

(mm)

MP 41X21_S 21 3000 13x30 50 2,5

MP 41X21_F 21 3000 13x30 50 2,5

MP 41X21X1.50_S 21 3000 13x30 50 1,5

MP 41X21X1.50X2000_S 21 2000 14x30 50 1,5

MP 41X41_S 41 3000 13x30 50 2,5

MP 41X41_F 41 3000 13x30 50 2,5


